
Pilote automatique Raymarine pour barre franche ST1000
Le pilote automatique ST1000+ de Raymarine est équipé 
d'un écran LCD rétroéclairé et d'un clavier à 6 touches. 
Autonome ou connecté à un GPS via un réseau SeaTalk ou 
NMEA, le pilote automatique ST1000+ est sûr et simple à 
utiliser.

La fonction AutoSeastate vous aide à maintenir le bateau 
sur le bon cap et le virement de bord automatique 
Autotack se charge de rectifier la trajectoire.
Entrée NMEA: Oui
Alimentation: 12V
Poussée max: 57 Kg
Déplacement max: 3 T
Consommation en veille: 40 mA
Fonction Autotack et AutoSeastate

24OP-E-PS-KPL  option: Raymarine pilot starter pack ST1000 /  Pack Ramarine Pilot starter

Raymarine autopilot for ST1000 tiller
Whether used as a stand-alone pilot or with SeaTalk/ NMEA GPS, the clear 
backlit LCD and 6 button keypad make these pilots safe and easy to use.
AutoTack lets you handle the sheets while the pilot tacks the boat and 
AutoSeastate intelligently keeps the boat on course while conserving power

• Connections NMEA input
• Power Supply: 12V systems
• Thrust:  57 Kg / 125 lbs
• Recommended Maximum Displacement:  3 000 kg / 6,600 lbs
• Power Consumption: 40mA 
• Functions: Autotack et AutoSeastate


